Low Noise Power Supplies

FEATURES

° Digitally Controlled Ultra-Quiet
Performance

° Field Programmable Power Supply
- Upgradeable Firmware

e Multiple Outputs/Voltages
o Built-in Self Diagnostics
e Multiple Card-Type Support

o VME, VPX, DOSA Standard
1/4 Brick POL

> Low Profile/Light Weight (2 0z - 1.3 |bs)

o Modular Architecture

BENEFITS

° Extremely Low Noise

> Lower Cost of Ownership
- Reprogammable
- Performance Upgrades
without Hardware Changes
- Reconfigurable to Multiple
Application Requirements

° Cost-Effective Design
Incorporating COTS

° Improved Reliability

o Made in the United States
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Low Noise Power Supplies

PERFORMANCE

MODELS SIZES STANDARD INPUT OUTPUT POWER
QT-1935702A 1/4 Brick  DOSA Compliant 40V Nominal 5V 25W
QT-1935707A  1/4Brick  DOSA Compliant 40V Nominal 12V 25W
QT-1935712A 3U VPX VITA 62 Compliant 40V Nominal 3.3V, 5V, 12V 25W
QT-1902306B  VME, DOSA Compliant 275V Nominal 5V, 18V 25W
QT-1902308B VME, DOSA Compliant 275V Nominal 3.3V, 8V 25W

NOISE SPECTRAL DENSITY

10000

1000 +

100 —+
F \

=
o

: o —

0.1 e e e s
0.01 0.1 1 10 100

FREQUENCY (kHz)
—QuorTek Digital Solution —Analog Solution

AMPLITUDE OF SPECTRRAL DENSITY
(MICRO Vrms/Hz)

info@qortek.com (570) 322-2700 Page 2



mailto:info@qortek.com

